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Safe working loads for wall mount (shear) applications are as follows: 

 

  

Application #1 : Cantilevered stud 
Restraint factor approaching zero. 
Stalic Loading@1g 
Allowable downward shear force parallel 10 wall and within 1.20" of wall plane 

IMP-AS-375, IMP-AD-375, IMP-AD-250 , and IMP-AD-21O are rated for 35# 
IMP-AO-37S-S, IMP-AD-250-S, and IMP-AD-210-S are rated for 17# 

Application #2: Cantilevered stud with Food Grade Strut 
Restrain! faclor approaching zero. 
Stalic Loading @1g 
Downward shear force parallel to wall and within 2.82" of wall plane 

IMP-AS-375, IMP-AD-375, IMP-AD-250, and IMP-AD-21O are rated for 25# 
IMP-AO-37S-S, IMP-AO-2S0-S, and IMP-AD-210-S are rated for 12# 

Application #3: Pair of Studs Coupled Vertically 
Restraint factor approaching one. 
Slatic Load ing@1 g 
Use charts below: 
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SWL (Safe Working Load Chart) in Lbs, for: 
IMP-AO-375-S, IMP-AO-250-S, IMP-AO-210-S 

Offset d i st~lnce from wall "0" 

3" 4" 5" 6" 

6" 20 15 12 7 
9" 25 22 20 10 

12" 30 25 22 20 
24"+ 35 30 27 25 

SWL (Safe Working Load Chart ) in Lbs. for: 
IMP-AS-375 

Offset distance from wall "0" 

3" 4" 5" 6" 

6" 40 30 25 15 
9" 55 50 40 20 

12" 65 55 50 40 
24"+ 80 70 60 50 
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SWL (Safe Working Load Chart) in Lbs. for: 
IMP-AO-375, IMP-AO-250, IMP-AO·210 

Offset distance from wall "0" 

3" 4" 5" 6" 

6" 40 30 25 15 
9" 50 45 40 20 

12" 60 50 45 40 
24"+ 70 60 55 50 

SWL (Safe Working Load Chart ) in Lbs. for: 
IMP-HOT-375 upper ... IMP-AO-375 Iowar 

Offset distance from wall "0" 

3" 4" 5" 6" 

6" 60 45 30 20 
9" 80 55 40 30 

12" 10C 80 55 45 
24"+ 12C 10C 80 60 
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